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(E) RESIDENCE
FF = ±102.6

(E) CRAWL SPACE = ±99.2

(E) GARAGE(E) GARAGE(E) GARAGE(E) GARAGE
FF= VARIES

1. PROVIDE POSITIVE SURFACE DRAINAGE AWAY FROM ALL STRUCTURES BY SLOPING THE
FINISHED GROUND SURFACE AT LEAST 5%, UNLESS OTHERWISE NOTED ON THE PLANS. SLOPE
PORCHES, LANDINGS AND TERRACES 2% (1/4" PER FOOT) AWAY FROM, STRUCTURES UNLESS
OTHERWISE NOTED ON PLANS.

2. CONTRACTOR TO VERIFY ALL CONTROLLING DIMENSIONS WITH ARCHITECTURAL PLANS.

3. CONTRACTOR SHALL DETERMINE EARTHWORK QUANTITIES BASED ON THE TOPOGRAPHIC
SURVEY, THE GEOTECHNICAL INVESTIGATION AND THE PROPOSED SURFACE THICKNESS AND
BASE THE BID ACCORDINGLY. IT IS THE CONTRACTORS RESPONSIBILITY TO CONFIRM IF A
SEPARATE DEMOLITION CONTRACT HAS BEEN ISSUED TO TAKE THE SITE FROM THE WAY IT IS
AT THE TIME OF THE BID TO THE CONDITIONS DESCRIBED IN THESE DOCUMENTS. ANY
DIFFERENCES BETWEEN THE STATE IN WHICH THE SITE IS DELIVERED TO THE CONTRACTOR
AND THESE DOCUMENTS SHOULD BE NOTED TO THE ENGINEER/ARCHITECT.

4. ALL FILL SHALL BE COMPACTED PER THE GEOTECHNICAL REPORT AND THE CONTRACTOR
SHALL COORDINATE AND COMPLY WITH THE CLIENT'S TESTING AGENCY TO TAKE THE
APPROPRIATE TESTS TO VERIFY COMPACTION VALUES.

5. IMPORT SOILS SHOULD MEET THE REQUIREMENTS OF THE SOILS REPORT AND
SPECIFICATIONS.

6. COORDINATE THE PLACEMENT OF ALL SLEEVES FOR LANDSCAPE IRRIGATION (WATER AND
CONTROL WIRING) AND SITE LIGHTING PRIOR TO THE PLACEMENT OF ANY ASPHALT,
BASEROCK OR CONCRETE SURFACING. SEE LANDSCAPING AND SITE ELECTRICAL DRAWINGS.

7. DO NOT ADJUST GRADES ON THIS PLAN WITHOUT PRIOR WRITTEN APPROVAL OF THE
ENGINEER/ARCHITECT.

8. SITE STRIPPINGS THAT CONTAIN ONLY ORGANIC MATERIAL (NO DEBRIS TRASH, BROKEN
CONC. OR ROCKS GREATER THAN 1'' IN DIAMETER) MAY BE USED IN LANDSCAPE AREAS,
EXCEPT FOR AREAS IDENTIFIED AS IMPORT TOP SOIL BY THE LANDSCAPE DRAWINGS. EXCESS
STRIPPINGS SHALL BE REMOVED FROM SITE.

9. ROUGH GRADING TO BE WITHIN 0.1' AND FINISH GRADES ARE TO BE WITHIN 0.05', HOWEVER
CONTRACTOR SHALL NOT CONSTRUCT ANY IMPROVEMENTS THAT WILL CAUSE WATER TO
POND OR NOT MEET REQUIREMENTS IN GRADING NOTE #1.

10. THE CONTRACTOR SHALL EXERCISE EXTREME CARE TO CONFORM TO THE LINES, GRADES,
SECTIONS, AND DIMENSIONS AS SET FORTH ON THESE PLANS. ALL GRADED AREAS SHALL
CONFORM TO THE VERTICAL ELEVATIONS SHOWN WITH A TOLERANCE OF ONE-TENTH OF A
FOOT. WHERE GRADED AREAS DO NOT CONFORM TO THESE TOLERANCES, THE
CONTRACTORS SHALL BE REQUIRED TO DO CORRECTIVE GRADING, AT NO EXTRA COST TO
THE CLIENT.

11. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO CONFIRM THE GROUND ELEVATIONS
AND OVERALL TOPOGRAPHY OF THE SITE PRIOR TO THE START OF CONSTRUCTION AS TO THE
ACCURACY BETWEEN THE WORK SET FORTH ON THESE PLANS AND THE WORK IN THE FIELD.
ANY DISCREPANCIES SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE
CONSTRUCTION MANAGER AND CIVIL ENGINEER IN WRITING PRIOR TO START OF
CONSTRUCTION WHICH MAY REQUIRE CHANGES IN DESIGN AND/OR AFFECT THE EARTHWORK
QUANTITIES.

12. TRENCHES SHALL NOT BE LEFT OPEN OVERNIGHT IN EXISTING PUBLIC STREET AREAS.
CONTRACTOR SHALL BACKFILL TRENCHES, OR PLACE STEEL PLATING WITH ADEQUATE
CUTBACK TO PREVENT SHIFTING OF STEEL PLATE AND/OR HOT-MIX ASPHALT REQUIRED TO
PROTECT OPEN TRENCHES AT THE END OF THE WORKING DAY.

13. STRUCTURE WALLS: PER CBC 2304.11.2.2 (WOOD SUPPORTED BY FOUNDATION) PROVIDE 8"
MINIMUM CLEAR TO EXTERIOR GRADE.
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1. AREAS LACKING TOPOGRAPHIC INFORMATION (ELEVATIONS) HAVE BEEN INTERPOLATED USING STANDARD
ENGINEERING METHODS. CONTRACTOR SHALL FIELD VERIFY ALL ELEVATIONS AT CONFORMS PRIOR TO
COMMENCEMENT OF CONSTRUCTION AND REPORT BACK ANY DISCREPANCIES TO THE CIVIL ENGINEER.

2. IT IS THE CONTRACTOR'S RESPONSIBILITY TO PRESERVE THE INTEGRITY OF TREES TO REMAIN WHICH SHALL NOT
BE AFFECTED BY CONSTRUCTION ACTIVITIES. THIS APPLIES TO TREES ONSITE OR OFFSITE IF THE SCOPE OF WORK
MAY IMPACT ADJACENT TREE ROOTS.

3. CONTRACTOR IS RESPONSIBLE FOR REMOVAL AND REPLACEMENT OF ALL IMPROVEMENTS DAMAGED DURING
CONSTRUCTION.
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PER GEOTECHNICAL REPORT
RECOMMENDATIONS.

CONTRACTOR SHALL PERFORM THEIR OWN EARTHWORK QUANTITY
CALCULATION, AND USE THEIR CALCULATION FOR BIDDING AND COST

ESTIMATING PURPOSES. EARTHWORK QUANTITIES SHOWN ARE PRELIMINARY
AND FOR PLANNING PURPOSES ONLY.

PRELIMINARY EARTHWORK QUANTITIES
(EXCLUD. BLDG. FOOTINGS)

5  C.Y.
5  C.Y.
0  C.Y. EXPORT

FOR DESIGN REVIEW PURPOSES, PRELIMINARY EARTHWORK NUMBERS
EXCLUDE BUILDING FOOTINGS.

FILL
CUT

BALANCE:

PRELIMINARY EARTHWORK
QUANTITIES (GROSS NUMBERS)

30  C.Y.
15  C.Y.
15  C.Y. EXPORT

FILL
CUT

BALANCE:

10  C.Y. DISTURBANCETOTAL TO BE MOVED:

45  C.Y. DISTURBANCETOTAL TO BE MOVED:
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